
밀폐구역  
산소(O2) 및 
일산화탄소(CO) 
농도 감시 시스템 



1. 개요 

본 시스템은 밀폐구역에서 작업 시 산소(O2)와 일산화탄소(CO) 

의 농도를 측정하여 운전실에서 실시간으로 감시할 수 있는  

시스템으로 응급상황 (인체 허용 농도 증가)발생시 신속히  

작업자의 안전을 확보하고 인적사고를 미연에 방지하는것에  

목적이 있다.  



2. 시스템구성 

일반 케이블 

                                          

밀폐구역 

운전실 

방폭형  
O2 sensor 1 
CO sensor 1 

방폭형  
O2 sensor 2 
CO sensor 2 

 CO : 0…150ppm 
 O2 : 0…25% 



3. 제품 제원 

1. 밀폐구역 Gas 농도 표시기  

▷ 산소 ＆ 독성 Gas 농도를 실시간 감시 표시 

▷ 대형 FND를 이용하여 선명한 표시부 식인성 강조 

▷ 16bit AD 컨버터 채용으로 고정도 실현  

▷ Gas 농도에 따른 FND blink 

▷ Character LCD 와 1:1 대화 방식의 Parameter 설정  

▷ Caster를 채택하여 이동성 용이 

  Model   RNDP-2500Tx 

  Dimensions   800W x 1500H x 500D mm 

  Display method   7 segment LED ( 6” ) 

  Input Signal   4…20mADC ( 16bit  AD ) 

  Channel   2CH ( 1ch : O2+CO ) 

  Sensor Power Supply   DC24V 내장 

  Sampling time   200ms 

  Accuracy   ±0.3%  ±1dight 

  Parameter control   Character LCD with key (calibration, setting) 

  Function control   Gas 농도에 따른 LED 3color /  LED blink 

  Alarm Output   Relay Dry contact 2점 ( 220V/5A ) / Warning light / Buzzer 

  Operating humidity   10 ~ 90%.RH (non-condensing) 

  Operating power    100...240VAC (220VAC normal) / 2.5A max 

  Weight   52kg 



2. Ex d Junction Box   

▷ 방폭형 (Ex e ⅡC T6 ... T4) 

▷ IP55 방수, 방진 보호 

▷ 방폭형 케이블 그랜드 및 커넥터 (감지기용)  

  Model   RNJB-2500Ex 

  Dimensions   230W x 330H x 120D mm 

  Enclosure material   ALDC12.1 ( Aluminum ) 

  Explosion proof   Ex e ⅡC T6 ... T4 

  IP protection class   IP55 

  Surface finish   powder-coated 

  Earthing outside   Earthing studs M4 

  Impact resistance   7 Joule ATEX applications 

  Function 

  Input : Ex d Cable gland ( IP55 ) 
   
  Output : Ex d connector ( IP55 ) 

  Weight   3kg 

3. 제품 제원 



3. 일반형 Junction Box   

▷ IP55 방수, 방진 보호 

▷ 일반 케이블 그랜드 

  Model   RNJB-2500N 

  Dimensions   230W x 330H x 120D mm 

  Enclosure material   ALDC12.1 ( Aluminum ) 

  IP protection class   IP55 

  Surface finish   powder-coated 

  Earthing outside   Earthing studs M4 

  Function 

  Input : Cable gland ( IP55 ) 
   
  Output : Cable gland( IP55 ) 

  Weight   3kg 

3. 제품 제원 



4. 2 Line Auto Cable Reel   

▷ IP55 방수, 방진 보호 

▷ 고탄성 스프링 적용  

  Model   RNCR-25002 

  Dimensions   380W x 400H x 410D mm 

  Cable Length   1.5sq x 3-wire  30M (안전방폭구조) 

  IP protection class   IP55 

  Mounting  type   벽 / 천정 

  Function 

  Input : Ex d connector ( IP55 ) 
   
  Output : Ex d Cable gland ( G ¾”  IP55 ) 

  Weight   10kg 

3. 제품 제원 



5. 스마트 산소 & 독성 감지기 
▷ 내압 방폭 구조로서 가스누설 위험 지역지역에 설치하여  

    산소 ＆ 독성 가스를 연속적으로 감지 

▷ 마이크로프로세서를 적용한 자기 진단 기능 내장  

▷ 산소 ＆ 독성가스 전용 감지원리 적용으로 선택성이 우수 

▷ 인체 허용농도 이하의 독성가스를 감지하는데 탁월한 성능 발휘   

▷ Back-Light를 내장한 LCD or OLED표시   

▷ 4-20mA DC 출력 신호   

  Model   RN-GTD-2000Tx 

  Dimensions   136W x 176H x 110D mm 

  Measuring gas 
  CO : 0 ~ 150ppm 
  O2 :  0 ~ 25% 

  Measuring type   Diffusion type 

  Measuring method   Electrochemical cell, Semiconductor cell 

  Response time   〈 45 sec / 90% scale 

  Accuracy   ±3% / Full scale 

  Output signal   Analog : Measuring signal : 4-20mA DC 

  Operating temperature   -20℃ ~ +60℃ / -40℃ ~ +80℃ (Option) 

  Operating humidity   5 ~ 99%.RH (non-condensing) 

  Operating power   18~31V DC (24V DC normal) / 200mA max 

  Mounting  type   Magnetic Mounting / Moving handle 

  Weight   1.7kg 

3. 제품 제원 


